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November 19, 2013 
 
City of Boulder Planning and Development Services 
1739 Broadway 
Boulder, CO  80302 
 

Attn: Sloane Walbert 
 
This letter presents the City’s additional comments and the Applicant’s response to the 
review submittal referenced herein.  These responses accompany the Technical 
Document Review resubmittal for case # TEC2013-00046.  Informational comments not 
included here have been previously addressed and/or acknowledged in the prior round of 
comment responses dated 10/4/13. 
 
Please do not hesitate to contact me if you have any questions or comments. 
 
 
Sincerely, 
 
 
 
Brian Tewey 
Boulder County Administrative Services Department 
Building Services Division 
2020 13th St. 
Boulder, CO   80302 
303-441-3957 
303-441-1718  Fax 
btewey@bouldercounty.org 
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Boulder County Coroner Facility 
Tec Doc Review Comment Responses 

November 19, 2013 
 

 
CITY OF BOULDER 

TECHNICAL DOCUMENT REVIEW RESULTS AND COMMENTS 
 
DATE OF COMMENTS: October 25, 2013  
CASE MANAGER:   Sloane Walbert  
PROJECT NAME:   BOULDER COUNTY CORONER FACILITY  
LOCATION:    5600 FLATIRON PKWY  
COORDINATES:   N04E01  
REVIEW TYPE:   Utility Plan, Stormwater Plan, Final Landscaping  
REVIEW NUMBER:   TEC2013-00046  
APPLICANT:    Brian Tewey, Boulder County  
DESCRIPTION:  TECHNICAL DOCUMENT REVIEW including final landscaping, photometric 

plan, utility plan, and stormwater plan and report for the Boulder County 

Coroner facilities at the south end of the Boulder County Sheriff site. 

 

 

I. REVIEW FINDINGS 
  
 Plan set corrections are required prior to final approval of the Technical Documents. Please 

submit three hard copies and one electronic copy of the corrected plans directly to the case 
manager for final review.  

  Plan set revisions are included with Tec Doc resubmittal. 
 
 
TEC Documents  
 At the request of the Case Manager after final revisions/corrections have been approved, 

two (2) copies of all architecture and landscape plans and three (3) copies of the corrected 
engineering plans must be provided to the Case Manager for final approval. The Case 
Manager will forward the engineering sets to the applicable engineering reviewers.  

 
 One set of each plan will be returned to the applicant for use with all building permit plans. 

These returned plans will indicate approval with approval stamps from the Land Use Review 
Manager and the Engineering Review Manager. Copies of these exact sets must be 
submitted and attached to all subsequent building permits.  

 
 Any and all changes made to the approved (stamped/signed) plans for building permit shall 

be redlined and written documentation provided on the plan sets showing the changes or 
pages to be reviewed for changes. Changes must be first discussed and presented to the 
Case Manager for consideration, since certain changes may require a minor modification, or 
in more limited circumstance, a Site Review amendment. Delays in the building permit 
reviews can be expected if this information is not provided. Upon resubmittal of the final 
plans, please also provide a written statement that this section has been read and 
understood.  

 
 Acknowledged.  Any subsequent changes to the approved plans shall be 

discussed and documented as stated above. 
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II. CITY REQUIREMENTS  
 
Access/Circulation, David Thompson, 303-441-4417  
 1. The civil detail sheets must include sidewalk technical drawing 2.02A and portland 

cement concrete pavement technical drawing 2.71C from the City of Boulder Design and 
Construction Standards (DCS) for the construction of the new sidewalk, curb ramps and 
cross-pan along Flatiron Parkway. Revise accordingly.  

 
  Technical drawings 2.02A and 2.71C have been added to sheet C6.01. 
 
 2. Civil Detail Sheet C6.06 must show the replacement of the adjacent section of the cross-

pan which was poured monolithically with the existing curb ramps. Revise the plan 
accordingly.  

 
 The Entrance Sidewalk detail, now located on Sheet C6.07, has been revised to 

show the replacement of the portion of the cross-pan that was monolithically 
poured with the existing curb ramps. 

 
Drainage, Jessica Stevens, 303-441-3121  
 1. The applicant must include a maintenance plan for the proposed Stormceptor system in 

the Drainage Report. The maintenance plan must include an indication of how the applicant 
proposes to access the proposed Stormceptor with a vacuum truck. 

  
The maintenance requirements/plan for the Stormceptor has been included 
into the Drainage Report. 

 
 2. Please include the extents of the flood conveyance zone and wetlands on the Grading 

and Drainage Plan, Sheet C3.03  
 

The extents of the flood conveyance zone and the wetlands boundary have 
been added to the Grading and Drainage Plan. 

 
 3. It appears that design point 3 has been removed from the Grading and Drainage Plan, 

Sheet C3.03. Please include the location of the design point on the final plans.  
 
  Design Point 3 is located at the western corner of the pond. 
 
 
Lighting, Sloane Walbert, 303-441-4231  
 1. Light levels exceed the maximum allowable levels in the following locations. The 

maximum allowable light levels for this zone district are 5.0 footcandles for building entries 
and parking areas, 3.0 footcandles along pedestrian walkways, and 2.0 in outdoor storage 
areas.  

 a. DD fixture on west side of new building has readings of 2.1 footcandles;  
 
 This area on the west side of the new building is not actually a storage area 

but an enclosure for the emergency generator and electrical gear. Lighting at 
ground level will be obscured by the solid screen fence of the enclosure.  
Although not technically a pedestrian “walkway,” this is an area where 
nighttime maintenance of this equipment may be required.  This DD fixture will 
be equipped with a motion sensor and timer to minimize nighttime operation. 

 
 b. E-WAL fixtures on west side of the existing building have readings of 3.5 footcandles (this 

location does not appear to be a building entry).  
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 All fixtures on the west side (and elsewhere) of the existing building are 
located over doorways.  There are no readings of 3.5 footcandles at these 
locations on the photometric plan. 

 
Utilities, Jessica Stevens, 303-441-3121  
 1. The proposed lift station on the sanitary sewer service is located within the 100-year 

floodplain. A bolt down water tight manhole lid must be installed to minimize or eliminate 
infiltration of floodwaters into the sanitary system. Please include a note specifying a bolt 
down water tight manhole lid on the Sanitary Sewer Plan and Profile, Sheet C4.01 and add 
City of Boulder Technical Drawing 6.04 to the Civil Detail sheets.  

 
Technical Drawing 6.04 has been added to Sheet C6.02. A note has been 
added to the Sanitary Sewer Plan and Profile, Sheet C4.01. 

 
 2. Section 4.05(B)(3) of the City of Boulder Design and Construction Standards requires the 

use of pressure-class pipe for both utilities where the storm drainage line is constructed 
below the wastewater line. Please revise the Sanitary Sewer Plan and Profile, Sheet C4.01 
to reflect the required materials.  

 
 The drawings have been revised to be in accordance with the Boulder DCS. 

The Sanitary Sewer line and the existing storm line are proposed to be C900 
PVC pressure class pipe. 

 
 
III. INFORMATIONAL COMMENTS  
 
Addressing, Sloane Walbert, 303-441-4231  
 The City is required to notify utility companies, the County Assessor’s office, emergency 

services and the US Post Office of proposed addressing for development projects. The new 
coroner facility requires an address. The following address will become official once the final 
technical documents have been approved.  

  • New Coroner Facility: 5610 Flatiron Pkwy  
   
  New address for this facility is acknowledged. 
 
Flood Control, Jessica Stevens, 303-441-3121  
 1. The property is impacted by the 100-year floodplain of Boulder Creek as indicated on the 

Federal Emergency Management Agency (FEMA) Flood Insurance Rate Map. The City of 
Boulder has adopted a revised floodplain study for Boulder Creek which has revised the 
floodplain designation of the property to 500-year floodplain. The revised study has been 
submitted to FEMA for review and adoption. The more restrictive study in place at the time 
of building permit will apply to development of the property. Any development within the 100-
year floodplain is subject to the city’s floodplain regulations and requires the approval of a 
floodplain development permit.  

 
  Acknowledged. 
 
 2. The applicant has proposed grading within the floodplain conveyance zone and the 

wetland buffer. A floodplain development permit and wetland permit must be obtained prior 
to construction of improvements which impact these areas.  

 
  Acknowledged. 
 


